
   

KEY FEATURES

• 4 in 1 bullet camera PRO series with IR

illumination of 60~80 m, for outdoors

• 1/2,9” Sony CMOS, 2MP @ 1080P

• 4 in 1 output (switch via OSD): CVBS output +

triple output: CVI, TVI, AHD

• 5~50 mm motorized lens

• ICR filter

• OSD, AWB, AGC, 2D/3D-DNR, BLC, digital

WDR, sense up, defog, mirror, motion detection

and privacy mask

• IP66

• Lightning-proof

• 3AXIS

• 12V DC

HYU-399 

4 IN 1 BULLET CAMERA PRO SERIES WITH IR ILLUMINATION OF
60~80 M, FOR OUTDOORS

• 1/2,9” Sony® CMOS, 2MP

• Digital resolution: 1080P (1920x1080)

• 4 in 1 output (switch via OSD): CVBS output + triple output: CVI, TVI, AHD

• 0,01 lux F1.2 (color) / 0 lux IR On

• Removable mechanical filter

• Smart IR: 4led array, 60~80meters

• 5~ 50 mm autofocus motorized lens

• OSD via coaxial (only on CVI mode, 300 m range, not compatible with

NEXTGEN ZVR)

• White balance:5configurations

• Automatic Gain Control

• Backlight compensation(BLC)

• Digital WDR

• 2D/3D noise reduction

• Sense Up, mirror, defog

• Motion detection and privacy mask

• IP66

• Lightning-proof

• Metal case

• Dimensions: 64.7 x 111.4 x 274 mm

• 3AXIS bracket included

• Power supply: 12V DC /850 mA (not included)

HYU-399

https://www.bydemes.com/en/producto/HYU-399-cat1-id6980
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